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GRAVI™- Cell  is a USB powered, microfluidics-based  

immunoassay device for running bead-based protocols  

with standard immunology reagents. The instrument works 

with GRAVI™- Chip, i.e. the microchannel-harboring biosensors, for performing all: from sample preparation 

through signal detection in, and readout of 8 parallel channels . The desktop-sized GRAVI™- Cell is 

designed for manual operation , to generate results wherever needed and most convenient. Given micro-

chip channel regeneration convenience, immunoassays  are processed by series, with tests performed in 

record times , and with the flexibility for running most any available ELISA or affinity assay. 

 
 

ELISA on GRAVI™ - Cell : 
 
·  8 parallel assays in < 10 minutes 

·  Multi-menu assay feature 

·  LOD in the low pg/ml range 

·  CV: < 10 % 

·  Large dynamic range  
(3-4 orders of magnitude) 

·  Robotic automation option 
  
 

 
 

Interferon-g calibration curve (stock solution of capture antibody was coupled  

to tosylated magnetic beads, overnight; antibody-coated beads were mixed  
with10 µl sample, biotinylated secondary antibody and streptavidine-coupled  
alkaline phosphatase (incubation: 30 min in tube); 20 µl mix was let flow for  
7 min through the GRAVI™ -Chip at 37oC, before a 1 min wash-flow step and 
detection with para-aminophenyl-phosphate during 1 min). 
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TECHNICAL FEATURES: 
 
� Minimal footprint: 16,2 x 10 x 3.6 cm 
� Operating temperature: 20-37oC 
� Windows® XP compatibility 
� Powered entirely through USB-port 
� Multichannel amperometric reader  

� Slide-in GRAVI™- Chip holder 
� Magnet array (for bead-protocols) 
� SBS (96-well micro-plate) format 
� Robotization option: Tecan MSP9250 

(inquire and see GRAVI™- Lab)
 
 

 
KEY BENEFITS: 
 
�  Open & cost-efficient  

The system runs with conventional reagents, as provided in most any commercially available kit; 
 

reagent (including bead) consumption is reduced to a minimum 
 

�  Ultra-fast and reliable  
Rather than hours, the total assay duration is < 10 minutes (chip regeneration time included), 

 

for the yield of quantitative results over a broad dynamic range 
 

�  Robust & convenient 
With fluidics solely driven by natural forces, there are no serviceable pumps, tubes nor valves 
 

Given desktop dimensions and USB powering, the instrument is placed wherever truly needed 
 

�  Flexible  
New or commercially available tests are easily adapted; various assays can be run in parallel 
 

and in different matrixes (e.g. urine, serum, plasma, amniotic fluid, etc) 
 

 
 

ORDERING INFORMATION:  Item Product code Description 

   GRAVI™- Cell 8 IP-010-00 (instrument with software) 
 

  Related items:  GRAVI™- Kit 2 KG-100-02 (2 consumables & reagents) 
    GRAVI™- Kit 10 KG-100-10 (10 consumables & reagents) 
    Bar-code reader AO-002-10 (scanner for chip identification) 
 

  ... and more  please inquire 

 
 
 
DiagnoSwiss S.A.  Phone: +41 (0)24 471 49 00 
Rte de l’Ile-au-Bois 2 sales@diagnoswiss.com 
CH-1870 Monthey (Switzerland) www.diagnoswiss.com 


